


Three adjustable target speeds for every need
Auto Command technology allows the operator to set a 
target speed of between 20m/hr right through to 50km/hr 
and regulate it to the nearest 0.01kph. No steps. No range 
changes. Just seamless speed to match your every need.

Tailored transmission settings
The multi-award winning Auto Command™ continuously 
variable transmission now features a three-stage acceleration 
and deceleration setting. The ‘soft’ setting is suitable for gentle 
direction changes, perfect during high speed transport or when 
working on slippery surfaces. The standard setting has been 
designed for normal field activities. The super-fast aggressive 
setting is ideal when near instantaneous direction changes  
are required. 

Active stop start
A key safety feature of Auto Command™ is Active StopStart. When 
the tractor is brought to a standstill, the transmission prevents 
the tractor moving backwards or forwards, even with a heavy load. 
When the transmission takes up drive there is no risk of roll back  
on steep inclines. For safe parking, an electronic brake is easily 
engaged via the shuttle lever.

Balancing fuel economy and productivity
When working in Auto and Cruise modes, use the droop 
control setting, which can be adjusted in the transmission 
setup screen of the IntelliView™ 12 display or by accessing 
this setup screen via the quick key button on the SideWinder™ 
Ultra armrest, to limit the upper engine speed used to achieve 
the desired forward speed. The result: you reach target speed 
at much lower engine revs, saving you fuel. In PTO mode, use 
droop control to regulate the acceptable reduction in PTO 
speed before forward speed is reduced.

kph
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AXLES & TRACTION

Traction without question.

The new T8 Genesis™ range has the longest wheelbase in the segment with 3550mm. That is a full 250mm longer than the nearest 
competitor. A longer wheelbase means greater stability at high transport speeds, is easier to ballast with better weight transfer, and 
more traction for demanding heavy drawbar applications.

28

COMPETITION WHEELBASE

T8 GENESIS WHEELBASE



New Holland T8 Genesis™. A wheeled advantage over 
competing conventional tractors.
Reduced turning circle. Mounted far forward, the front axle is 
matched to a tapered engine hood. This allows the hubs to turn 
to a full lock of 55 degrees, even when large front tyres or dual 
wheels are fitted.
Class leading manoeuvrability. With a turn radius of just 
4970mm, a wheeled T8 Genesis™ tractor can turn tighter and 
return to work faster. 

Heavy duty axles for heavy duty performance
The heavy duty axle is fitted to both T8 models as standard. The 
127mm bar axle is designed to cope with the massive power 
and torque developed from the Cursor 9 engine and transmit it 
into tractive force. It can also accommodate the largest 2.15m 
tyres, such as the 900/60R42 option.
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30 FRONT AXLE AND SUSPENSION

The T8 Genesis™ range features up-rated front axles in line with its 20 tonne gross vehicle weight, which mean that you can work with 
even heavier attachments with ease. Terraglide™ front axle suspension is a standard feature and its twin dampers and accumulators 
deliver a silky smooth ride. The engine and subframe have been designed to maximise turning performance, so that the front wheels 
can nip in tight against the sculpted sump and tombstone for tight turning.

More stable transport.  
Smoother in-field performance.
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Terraglide™ front axle suspension
New Holland Terraglide™ front axle suspension is proven to 
protect the tractor, mounted implements and the operator from 
heavy shock loads during transport and in the field. In the field 
the advanced suspension system maintains contact between the 
tyre and the ground to improve traction. Full suspension travel  
is always maintained thanks to the system adapting to changes 
in the weight applied to the front of the tractor.

Semi-Active Comfort Ride™ cab suspension
The optional Semi-Active cab suspension system uses a 
network of sensors which monitor cab position, velocity and 
acceleration, together with cab pitch and roll to automatically 
adjust the individually controlled hydro-pneumatic rear cab 
suspension struts to ensure the smoothest ride. The operator 
can select from three different modes normal, soft - used to 
absorb large bumps, ideal when working in soft and rough 
terrain at slow speeds or hard - ideal when working at higher 
speeds and during road transport. 

Advanced traction management
The New Holland Terralock™ system enables the operator 
to simply select the traction package needed for a specific 
application. Terralock will then manage drive to the front axle 
and engage and release the differential locks automatically. 
During a headland turn or moving from work to transport, 
Terralock will unlock the differentials and four wheel drive 
without operator intervention.



32 SMARTTRAX™

SmartTrax T8 Genesis™ models represent a key advance in conventional tractor design, combining the in field advantages of a 
wheeled tractor with the flotation and traction benefits of a tracked machine. Factory developed specifically for the T8 Genesis™ 
series and available on the T8.440, SmartTrax are not simply a ‘bolt-on’ alternative to rear wheels. Detailed modifications to the 
transmission and driveline ensure maximum power and torque can be transmitted to the tracks for dependable performance in 
the most demanding of applications.

SmartTrax. The half-track advantage.

Comfort as standard
Solid tracks cannot deliver the same cushioning from shock loads as a tyre. With T8 Genesis™ SmartTrax, the optional  
specially tuned suspended front axle and standard cab suspension help to cushion the ride for a genuine comfort advantage  
over a twin-track machine. 
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Contour following
Over uneven terrain, the pivoting SmartTrax undercarriage can 
articulate to follow the ground. Result? Continuous soil contact 
and the ability to work in diverse conditions and terrain for true 
New Holland versatility.

Turn without the berm
During a tight headland turn, a 
tracklayer can cause damage 
to the soil, creating a “berm” 
ridge. With SmartTrax, tight 
turns are cleaner and less 
damaging. The result: no 
more rough headlands.

Full power turns
When working on headlands 
or around obstacles, where 
an element of turning is 
required with the implement 
still in the ground, SmartTrax 
has the advantage of allowing 
full power to be maintained 
throughout the turn. With 
SmartTrax, forward motion is 
not compromised by steering.

Get on, stay on
Get going sooner, keep working longer. A lighter footprint has 
obvious advantages in helping to reduce compaction. But it 
delivers more. With SmartTrax you can start working earlier and 
stay working later in conditions that could compromise a twin-
track tractor. Productivity and soil care can go hand in hand.

Terralock™ advantage 
The combination of driven front wheels and SmartTrax deliver 
outstanding traction. Powered front wheels deliver the agility 
of a conventional tractor while the Terralock™ differential lock 
management system ensures the tractor stays on line in work, 
without snaking in greasy patches, unlike twin-track machines. 
In high draft applications, a T8 Genesis™ SmartTrax delivers  
the optimum balance between power and performance.



34 SMARTTRAX™

New Holland’s SmartTrax™ rubber track technology is the fruit of many years of intensive research and development  
in collaboration with farmers the world over. SmartTrax™ feature some of the most advanced technology to ensure they deliver 
in your fields. Day in. Day out. All year round.

On the right track.

Automatic hydraulic track 
tensioning system

Clear bearing caps  
to view oil level

Ductile cast iron  
drive wheel

7-8 lug positive engagement 
with drive wheel

3 bolt on idler bogies with 
rubber suspension mounts
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+325%+325%

High flotation
The ground contact area of a SmartTrax track will be up to 
325% greater than a tyre. A bigger and longer footprint delivers 
better traction in sandy or tilled soil conditions. 

Track width
SmartTrax can be fitted with tracks of 45.7, 61 and 76.2cm width. 
From row crop to broad acre farming, there is a SmartTrax 
option to fit your specific needs.

Track spacing 
New Holland provides a variety of track options not only for rowcrop applications with track settings from 193cm.

IF 710/75R42 45.7cm 61cm 76.2cm76.2cm SmartTrax™

HIGH CONTACT AREA

SmartTrax track size 	 45.7cm	 61cm	 76.2cm 
193cm spacing (Factory)	 l	 l	 –
203.2cm spacing (Factory)	 l	 l	 –
223.5cm spacing (Factory)	 l	 l	 l

304.8cm spacing (Factory)	 l	 l	   l*
345.4cm spacing (DIA)	 l	 l	 l

365.8cm spacing (DIA)	 l	 l	 l

386.1cm spacing (DIA)	 l	 l	 l

l Available     – Not available     * Not available from factory,  
but are available as a Dealer Installed Accessory (DIA)



For today’s modern farmers and contractors, high speed transport is a fundamental part of daily life. Whether you are 
travelling between clients or between far flung fields, you will appreciate the T8 Genesis™ impressive road handling. 
Outstanding visibility, precision Auto Command™ speed control and a range of braking options, make the T8 Genesis™ a true 
road cruiser.

Super safe, super stable transport.

Brake assist for tighter turning
In order to deliver enhanced turning performance, the brake 
assist feature has been developed for the T8 Genesis™ range. 
As soon as the turn is initiated, a controlled braking force  
is applied to the rear inside wheel to assist in delivering 
tighter turns.

BRAKING AND TRACTION36
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Tyre pressure monitoring system
Operators can check the pressure of up to 16 tyres with the tyre pressure monitoring system (TPMS). Sensors on each tyre 
transmit via wireless to an antenna within the cab roof. For each tyre the operator can input the ideal working pressure 
for a specific task. The pressure values are saved against the implement name within the IntelliView™ 12 monitor, so you 
only need store settings once. An on screen warning then alerts the operator if the pressures are not in line with the ideal 
value. The TPMS benefits operational efficiency, warning if the pressures are set incorrectly, and provides an early warning  
of any potential punctures on a trailer for example.

Safe Braking technology
The T8 Genesis™ can be specified with an engine exhaust 
brake, which is activated by a foot pedal, or the Auto 
Command transmission ratio can be manually locked whilst 
braking. Pushing the shuttle button on the CommandGrip™ 
multifunction handle in the direction of travel will lock the 
transmission ratio. This provides increased engine braking but 
also allows the tractor and trailer to slow at the same rate, 
avoiding the risk of a jack-knife situation on slippery surfaces.

CustomSteer™ variable ratio steering
The optional CustomSteer™ function puts you in control of 
steering wheel inputs. Through the IntelliView™ 12 monitor or 
via a dedicated switch, you can control just how many turns of 
the wheel are required for lock-to-lock functionality. If you want 
to conduct tight turns, say when turning on the headland, you 
can programme the tractor to deliver lock-to-lock turning with 
anything as few as one complete steering wheel revolution, 
instead of the standard four. Saving you time and effort.



The T8 Genesis™ range features impressive front and rear linkage capacity, which means it can work with the very largest front 
and rear mounted equipment to enhance your productivity. Want to use the largest ploughs? Then the beefy rear linkage is perfect.  
If you’re a potato farmer or you need to mount the very heaviest seed hoppers, then the fully-integrated front linkage is for 
you. Available in both category III and IV variants, and with a variety of drawbar options and sliding hitches, your tractor can be 
specified to suit your specific requirements.

Ready for modern demands.

FRONT AND REAR LINKAGE38

Factory Fitted Front 
Linkage and PTO
The slim engine hood 
provides excellent forward 
visibility. The balanced 
wheelbase makes it even 
easier to make full use of the 
linkage’s 5810kg lift capacity. 
Integrated electronic front 
linkage controls are within 
easy reach of the operator.

Strong, efficient  
and powerful
The maximum lift capacity 
on T8 Genesis™ tractors 
is a massive 10,927kg. The 
system also incorporates 
integral dynamic ride control 
shock load protection. This 
will reduce bounce when 
travelling with a heavy 
linkage load at transport 
speeds. Fender mounted 
controls for the rear linkage, 
a rear remote and the PTO 
are available.
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Flexible ballasting
Thanks to the optional modular weight 
block and fully integrated front linkage, 
ballasting is now even easier. You can 
choose between a whole host of front 
ballasting options to perfectly suit each 
individual application. They can be quickly 
fitted and simply removed thanks to the 
dedicated pallet fork slots.
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Features to boost your productivity.

PTO AND AUTOMATION

New Holland T8 Genesis™ tractors are designed to offer exceptional heavy draft performance. This is a key demand of tractors 
developing in excess of 400hp(CV). But T8 Genesis™ tractors are built to do a lot more. PTO and hydraulic performance is 
maintained, even in demanding conditions, thanks to the constant power curve. Massive performance with optimum economy. 
The T8 Genesis™ reaches rated PTO speed at reduced engine speed for maximum fuel efficiency. With New Holland T8 Genesis™ 
versatility comes as standard.

Direct drive for fuel efficiency
All T8 Genesis™ tractors are fitted with a direct drive PTO to minimise power loss 
between the engine and the implement. The PTO is engaged via a forward sliding 
switch, with advanced Soft Start management. This modulates engagement of high 
inertia attachments to protect the driveline and provide smooth engagement of 
implements. Safety has been further enhanced with the inclusion of an intentional  
PTO switch, which must be selected to keep the PTO engaged when leaving the 
operators seat. Additional PTO options include Auto PTO which can be selected to 
automatically disengage the PTO as the front or rear linkage is raised above a pre-set 
position. This protects the PTO shaft and tractor.



41

PTO
A front mounted 1000rpm PTO is available, while at the rear, 
either a 540/1000rpm shaft or a heavy duty 20 spline 1000rpm 
shaft is offered. PTO management is integrated into the 
Headland Turn Sequencing II system.

Headland Turn Sequencing II and IntelliTurn™ 
system: hassle free repeatability
HTS II is available on T8 Genesis™ models. This intuitive 
system means you can easily record and store all implement 
sequences and operations at the headland. These can then be 
played back at the touch of a button. Now, it gets interesting. 
It’s even easier to modify pre-recorded sequences, so when 
things change, your HTS sequence does as well! If you want the 
ultimate in turning simplicity, combine this with IntelliTurn, the 
automated end of row turning functionality, which triggers HTS 
II when it reaches a preset distance from the headland, two 
great ways to improve repeatability and efficiency as well as to 
reduce fatigue when working over extended periods.



Hydraulic Power.

HYDRAULICS42

All T8 Genesis™ tractors are fitted with an advanced Closed Centre Load Sensing hydraulic system as standard. Delivering  
157 litres/minute as standard, which is enough to power the majority of farming applications. For the most hydraulically 
demanding customers, the high flow option offers an impressive 236l/min of flow (optional 236+122) on Ultra Command™ 
transmission and 221l/min of flow (optional 221+114) on Auto Command™ transmission. If that wasn’t enough, New Holland 
has engineered the CCLS system to operate at peak efficiency. 
The benefit? Full hydraulic power is always available at the remote valves and linkage, but only as much as is needed. 
The result? Reduced fuel consumption.



Up to 9 configurable electronic remotes
T8 Genesis™ remote valves are easy to identify with color-coded couplers and levers. All nine remotes can be controlled from the 
SideWinder™ Ultra armrest, allowing you to identify and work each remote with exact precision. Five remote levers are on the 
armrest and two valves are controlled either using the two additional paddles located to the right of the IntelliView™ 12 monitor, 
or by using the CommandGrip™ handle or by using the electronic joystick which can now control up to 6 remotes. Flow, timing 
and detent settings can be set to precisely match the job.

Quick and simple flow control setting
The IntelliView™ 12 touchscreen monitor makes setting flow 
rates to individual valves simple. Scroll through the menus 
and select valve control. Choose the outlet you wish to adjust, 
and drag the slider with your finger to the desired setting or 
use the front armrest encoder wheel. Job done.

Hydraulic remote valve management
It is now even easier to control hydraulic functions,  
as each hydraulic remote valve is indicated by a coloured 
LED paddle. The remote paddle position on the SideWinder™  
Ultra armrest is completely configurable, so operators can 
choose which paddle operates which hydraulic remote.  
This makes it easier to customise usage based on application 
and operator preference. 
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The T8 Genesis™ range has been designed to spend more time working and less time in the yard. All service points are easy to access,  
and super long service intervals mean they will spend more time in their natural environment: the field!

SERVICE AND BEYOND THE PRODUCT44

Dealer Installed 
Accessories
A comprehensive range of 
approved accessories to 
optimise machine performance 
in all conditions can be supplied 
and fitted by your dealer.

A handy built in tool box 
has been integrated 
into the front weight.

Engine and hydraulic oil check 
and fill points are easy to reach 
making routine checks fast and 

servicing simpler.

Single piece engine 
hood opens wide for 
full service access.

Cab air filter can  
be easily changed.

Top up the screen 
wash bottle through 

the rear window.

A built in step makes 
reaching the front 

screen for cleaning 
safe and secure.

The engine air filter is easy 
to check, clean or replace, 
with no need for tools  
from ground level.

Cooling package opens 
out to make cleaning 
faster and easier.

The fill point for the 99 litre AdBlue 
additive tank is located beside the main 

diesel fill point for convenience,  
and it only requires top up when filling  

the fuel tank. Both diesel and AdBlue tank 
are lockable for added security.

360°: T8 Genesis™ tractors.
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New Holland Uptime Solutions.

Uptime support
The priority assistance service for New Holland machines. A dedicated team operates around the clock to 
manage the requests, which can be activated through the MyNew Holland™ app and the Top Service toll free 
number. New Holland and the Dealer network will do all possible to provide support, checking many options 
to get our customers back on the move as quickly as possible and the request will be followed up until the 
machine is fully repaired. The team relies on a Priority Parts process and dedicated service team, to reach 
a fast resolution. The service is able to solve more than 80% of breakdowns in less than 48 hours, this is our 
commitment to our customers!

Uptime service
Minimum downtime, maximum resale value. Your machine is always in top condition, with professional 
support and high quality genuine parts you maintain the value of your equipment over time.

Uptime Warranty
Uptime Warranty is the New Holland Extended Warranty program under the same conditions as the Base 
Warranty. Maximum control over operating costs, maximum improvement of the uptime, repairs completed by 
authorized New Holland Dealers using New Holland genuine parts, higher re-sale value of your machine are 
some of the key benefits. Please ask your Dealer for more details and for a tailored Uptime Warranty offer*.
* Refer to Uptime Warranty detailed terms and conditions at your Dealer

UPTIME
WARRANTY

MyNew Holland™ will improve your daily work
MyNew Holland™ will improve your daily work: get access to 
exclusive information by adding your equipment, find online 
solutions for your PLM® products, download operator manuals. 
Whenever you want, wherever you want - and free of charge.

New Holland Style
Want to make New Holland a part of your everyday life? Browse 
the comprehensive selection on www.newhollandstyle.com.  
A whole range of items are available including hard wearing 
work clothing and a vast selection of scale models, together with 
so much more. New Holland. As individual as you.

IntelliCentre
Using data from FieldOps™, skilled technicians analyse specific triggers in the cloud to implement solutions 
as required. If an issue is identified, the system proactively sends an alert to dealers with the corrective 
action. Then dealers can prepare in-field or remote assistance and in addition New Holland can support the 
process to find the quickest solution. That’s New Holland’s commitment to its customers.



46 SPECIFICATIONS

Models T8.415 T8.440
Engine* FPT Cursor 9 FPT Cursor 9
No. of cylinders / Aspiration / Valves 6 / eVGT / 4 6 / eVGT / 4
Compliant with engine emissions regulations Stage V Stage V
ECOBlue™ HI-eSCR 2 system (Selective Catalytic Reduction) ● ●

Fuel system - High pressure Common Rail ● ●

Capacity (cm3) 8700 8700
Bore and Stroke (mm) 117x135 117x135
Approved biodiesel blend** B7 B7
Max. EPM horsepower - ISO TR14396 - ECE R120 [kW/hp(CV)] 301/409 320/435
Ultra Command™ max. horsepower - ISO TR14396 - ECE R120 [kW/hp(CV)] 287/390 320/435
Auto Command™ max. horsepower - ISO TR14396 - ECE R120 [kW/hp(CV)] 287/390 307/417
Ultra Command™ rated EPM horsepower - ISO TR14396 - ECE R120 [kW/hp(CV)] 287/390 297/404
Auto Command™ rated EPM horsepower - ISO TR14396 - ECE R120 [kW/hp(CV)] 287/390 305/415
Ultra Command™ rated horsepower - ISO TR14396 - ECE R120 [kW/hp(CV)] 261/355 297/404
Auto Command™ rated horsepower - ISO TR14396 - ECE R121 [kW/hp(CV)] 261/355 283/385
Rated engine speed (rpm) 2000 2000
Max. torque - ISO TR14396 - @1300 - 1400rpm with EPM (Nm) 1800 1850
Torque rise Standard / EPM (%) 40 / 37 39 / 27
Viscous coupled cooling fan ● ●

Earth friendly engine oil filter ● ●

Exhaust brake O O

Diesel capacity Auto Command™ (Litres) 609 609
Diesel capacity Ultra Command™ (Litres) 647 647
Diesel capacity SmartTrax™ (Litres) – 670
AdBlue tank capacity (Litres) 99 99
Service interval (hours) 600 600
Ultra Command™ full powershift transmission
IntelliShift™ system ● ●

Ground Speed Management system (GSM 2.0) ● ●

21x5 Ultra Command™ full powershift (40kph ECO or 50kph) O O

Min. Speed (kph) 2.5 2.5
Brake to Clutch ● ●

Auto Command™ Continuously Variable Transmission
Active StopStart function ● ●

Force base propulsion control ● ●

Auto Command™ Continuously Variable Transmission (40kph ECO) O ●

Min. speed / Max. speed @ 1400rpm (kph) 0.03 / 40 0.03 / 40
Auto Command™ Continuously Variable Transmission (50 kph) O O

Min. speed / Max. speed @ 1725rpm (kph) 0.03 / 50 0.03 / 50
Electrical
12 volt alternator (Amps) 240 240
Battery capacity (CCA) 1900 1900
Axles
4WD front axle ● ●

Terraglide™ front axle suspension O O

Steering angle Standard / Terraglide™ front axle (°) 55 / 55 55 / 55
Turning radius with Standard / Terraglide™ front axle (mm) 4970 / 4970 4970 / 4970
CustomSteer™ system (Adjustable steering ratio) O O

Terralock™ functions (Auto Diff / Auto 4WD) ● ●

Dynamic front fenders O O

Bar rear axle ● ●

SmartTrax™ rear tracks – O

Heavy-duty bar rear axle ● ●

Hydraulics
Closed Centre Load Sensing (CCLS) ● ●

High Flow pump (flow available at couplers)  
Ultra Command™ / Auto Command™ (Lpm) 236 / 221 236 / 221

Electronic Draft Control (EDC) ● ●

Remote valves
Type Electro hydraulic Electro hydraulic
Max. no. rear valves 6 6
Max. no. front/mid-mount valves 3 3
Joystick control O O

Front remotes via a mid mount valve ● ●

Customisable remote configuration ● ●

Linkage
Rear linkage category IVN IVN
Max. lift capacity at ball ends (kg) 10927 10927
Front linkage category II II
Front linkage lift capacity (610mm in front of ball ends) (kg) 5810 5810
PTO
Auto Soft Start ● ●

Engine speed at: 540 / 1000rpm (rpm) 1804 1804
Auto PTO management ● ●

Front PTO (1000rpm) O O

Brakes
Exhaust brake O O

Electronic park brake ● ●

Hydraulic trailer brakes O O

Pneumatic trailer braking system O O
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Models T8.415 T8.440
PLM Intelligence™ system
SideWinder™ Ultra armrest ● ●

CommandGrip™ handle ● ●

IntelliView™ 12 colour monitor ● ●

InfoView™ instrument cluster ● ●

IntelliSteer® guidance ready ● ●

PLM® Cygnus receiver (PLM 1, PLM 2, PLM 3, PLM RTK+) O O
Headland Turn Sequence II (HTS II) system ● ●

IntelliTurn™ with Headland Turn Sequence II (HTS II) system O O
ISOBUS II ● ●

ISOBUS III O O
IntelliField™ boundary, map & guidance line data inter-vehicle sharing O O
Connectivity included as standard (for the useful life of the modem hardware) ● ●

Uptime Solutions – Training & Support Systems
New Holland Remote Assistance ● ●

IntelliView™ Connect remote display ● ●

New Holland Breakdown Assist ● ●

Cab
Cab with FOPS - OECD code 10 level 1 ● ●

Cab category level - EN 15695 2 2
High visibility RHS window ● ●

12 LED lighting pack ● ●

16 LED lighting pack O O
20 LED 360 degree lighting pack O O
Comfort Ride™ cab suspension O O
Semi-Active Comfort Ride™ cab suspension O O
Auto Comfort™ seat with seat belt O O
Auto Comfort™ leather seat with seat belt O O
Instructors seat with seat belt O O
Luxury Pack (Leather Steering wheel, carpet and rear tinted window) O O
Blue Power Package: Metallic Blue and Silver paint, branded seats and carpet O O
Four way adjustment of SideWinder™ Ultra armrest ● ●

Telescopic steering wheel adjustment ● ●

170° front hood mounted and cab pillar rear facing cameras ● ●

Electronic remotely adjustable mirrors with wide angle lens ● ●

Extendable heated mirrors O O
Remote locking and immobiliser O O
Auto climate control with zone Control ● ●

Large portable coolbox O O
10 in cab storage spaces ● ●

DAB Radio with Bluetooth O O
Integrated phone microphone O O
1 USB power port ● ●

5 USB power ports O O
Fender mounted external controls ● ●

Optimum cab noise level - 77/311 EEC [dB(A)] 67 67
Factory fit rotating beacons (1 / 2) O O
Weights
Minimum unballasted weights: Std. front axle / including SmartTrax™ (kg) 10915 / – 12514 / 16300
Terraglide™ suspended front axle / including SmartTrax™ (kg) 11440 / – 13039 / 16500
Max. permissible weight at 50kph*** (Wheeled T8) (kg) 18000 18000
Max. permissible weight at 40kph (T8 SmartTrax) – 24500

● Standard     O Optional     – Not available     * Developed by FPT Industrial      
** Biodiesel blend must fully comply with the latest fuel specification EN14214:2009 and operation is in accordance with operator manual guidelines     *** European Highway restrictions

**** Rear tyres other than those mentioned are available: 650/85R38, 710/70R38, 800/70R42, 710/75R42, 900/60R38
***** Ultra Command model only when fitted with Heavy-duty rear axle

Dimensions
With rear tyre / track size**** 620/70R42 710/70R42 900/60R42***** 45.7cm SmartTrax 61cm SmartTrax 76.2cm SmartTrax
A Overall length inc. weight pack and rear linkage (mm) 6247 6247 6477 6606 6606 6606
B Min. width (mm) 2534 2534 2534 2787 2787 2997
C Height at centre of rear axle to top of cab (mm) 2475 2475 2475 2472 2472 2472
D Overall height (mm) 3338 3407 3435 3450 3450 3450
E Wheelbase (mm) 3550 3550 3550 3550 3550 3550
F Track width (min. / max.) (mm) 1727 / 2235 1727 / 2235 1727 / 2237 1930 / 3860 1930 / 3860 2235 / 3860
G Ground clearance (depends on hitch or tow hook) (mm) 378 364 409 441 441 441



The data indicated in this folder are approximate. The models described here can be subjected to modifications without any notice by the manufacturer. The drawings 
and photos may refer to equipment that is either optional or intended for other countries. Please apply to our Sales Network for any further information. Published by  
New Holland Brand Communications. BTS Adv. - Printed in Italy - 11/25 - (Turin) - 250004/INB

AT YOUR OWN DEALER

New Holland Top Service:  
customer support and customer information.

Top Availability
If you need information, or have 
an out of hours question, ring our 
toll-free number*. All day, every 
day, we are just a call away.

Top Speed
Express parts delivery: when you 
need it, where you need it!

Top Priority
Fast-track solution during the 
season: because your harvest 
can’t wait!

Top Satisfaction
We drive and track the solution 
you need, keeping you informed: 
until you are 100% satisfied!

	 For more details, ask your New Holland dealer!
*	Calls to the Top Service team are free from landlines in the United Kingdom and Republic of Ireland. UK-based mobile  

calls are also free, but Republic of Ireland mobile users should call 01 2421881 and this will be charged at your standard 
network rate.

www.newholland.com/uk - www.newholland.com/ie
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